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Item Test Conducted Test Method Results

1 MohsHardness Mohs Hardness Scale 6

2 Water absorption 
ASTM C97/C97M-18 

0.05%

3 Density 2.22 gr/cm3 

4 Abrasion resistance EN 14617(P-4):2012 23.77 mm

5 Flexural Strength (Dry condition)
ASTM C880/C880M-18

40.0MP  Classification:F4

 

6 Flexural Strength (Wet condition) 47.7MPa  Classification:F4

7 Compressive strength EN 14617-15 192.6 N/mm2

8 Stain resistance ANSI Z124.6-2007 Pass. Stain resistance rating: 62

The maximum stain depth: 0.02mm 

9 Resistance to cigarette burns EN 438-2:2005 Rating 5

10 Impact resistance EN 14617(P-9):2005 15.86 J

11 Fire Classification EN13501-1:2018 Classification:B-s1,d0

12 Chemical Resistance EN 14617-10:2012 Rating C4

13 Linear Thermal Expansion EN 14617(P-11):2012 -30 to +70°C: 3x 10-5  (°C-1) 

14 Coefficient of freeze EN 14617(P-5):2012 93.6

15 Thermal Shock EN 14617-6 No visual defects after 10 cycles 

Loss in mass=0.02% -0.05% Loss in flexural strength=0.6% 

-1.1% 
16 Surface Slip resistance  EN 14231-2003 Dry 42 Wet 14
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